
THE ANTI-STATIC FILTERS



The body with the most electronegativity strips 
electrons from the other, generating a build-up of 
a net negative charge on itself. The other body is 
charged by the same amount but with the opposite 
sign, giving rise to very high potential differences. 
These, if not dissipated, can give rise to electrostatic 
discharges. 

THE TRIBOELECTRIC EFFECT

Here are several methods to dissipate charge. One 
is charge relaxation, in which the pipes and specific 
other parts of equipment are made conductive. The 
charge build up then flows away along defined path 
ways in the equipment.
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Zerospark is a specialist solution designed 

to solve the problem of electrostatic 

discharge inside hydraulic filters. Caused 

by the electrical charge build-up due to 

the passage of oil through the filters, this 

can result in damage to filter elements, 

oils and circuit components. It can even 

cause fire hazards in environments where 

flammable materials are present.

FROM CHARGE 
BUILD-UP
TO DISSIPATION



For further information or to request a quotation, please contact the Sales Department.

CELLULOSE FILTERS
On cellulose elements, triboelectric phenomena causes 
significant damage to the filter material.

GLASS FIBRE FILTERS
In the case of glass fibre elements, there is considerable 
damage to the bead and the adhesive that joins it to the rest 
of the filter, because the charges accumulated by the element 
are discharged onto the shank of the metal filter head. 
These burns can also extend into the interior of the material, 
compromising its mechanical strength.

WIRE MESH
Damage can also occur to the wire mesh, an element in the 
media that holds the different layers together.

STANDARD FILTER 
ELEMENTS 

Electrical charge build-up occurs in the 
dielectrics of the system: filter materials, 
oil and insulating pipes.

   elimination of triboelectric effect

   dissipation of accumulated charges

   improved performance over time

   increased safety

   resistance to cyclic flow 

   weight and cost optimisation

BENEFITS

To solve the problem of charge build-up

in filters, MP Filtri has developed an 

innovative solution. By replacing certain 

insulating components with conductive 

zerospark versions, the charges on the 

media are free to move towards the head 

and are thus dissipated to the ground.

DISSIPATIVE FILTER 
ELEMENTS



The test bench

RESULTS In order to carry out tests to measure the surface charges 
of the filters, MP Filtri has designed and built a test bench 
in collaboration with the University of Bologna’s Electrical 
Energy Department.

This new specific bench allowed tests to be carried out under 
different flow and temperature conditions for both in-line
filters (e.g: FMM) and return filters (e.g: MPFX) up to 250 l/min.
It is also possible to change the type of oil, verifying the 
potential characteristics of the filters under different operating 
conditions.

Under standard working conditions, the potential goes from 
tens of kV to zero, clearly showing the effectiveness of our 
dissipative filters.

The specific hydraulic system and the instruments used are 
capable of measuring and recording the electrical potential 
generated when a filter is crossed by a flow of oil, measured 
in kV.
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For further information or to request a quotation, please contact the Sales Department.

Filter element Electrical potential (kV) Current (μA)

Standard glass microfibre 11 -6.0

Dissipative glass microfibre 0 -9.0

Standard cellulose 6 -1.3

Dissipative cellulose 0 -2.1

Other glass microfibre 9-15 -7.0

Other glass microfibre 3-8 -16.0

Mineral oil Synthetic oil

Filter element Electrical potential (kV)

Standard glass microfibre +11 +30 

Dissipative glass microfibre 0 ~0.0

Standard cellulose +6 -43

Dissipative cellulose 0 ~0.0

The following table summarises some examples 
of test results at the same flow rate and 
temperature for elements of the same size but 
made of different materials.

When using a synthetic oil instead of mineral oil, 
the values and sign of the two electrical quantities 
may vary. 
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Filtri semi immersi per montaggio sul serbatoio, rimozione 
standard dell'elemento �ltrante

Filtri semi immersi per montaggio sul serbatoio, rimozione 
standard dell'elemento �ltrante

Assieme con elemento �ltrante e contenitore con coperchio e 
molla di compressione per serbatoi stampati

Filtri semi immersi per montaggio sul serbatoio, rimozione 
standard dell'elemento �ltrante

Filtri semi immersi per montaggio sul serbatoio, rimozione 
standard dell'elemento �ltrante; possono inoltre essere utilizzati 
come �ltri in linea

Filtri sottobattente con valvola shut-off per montaggio a lato del 
serbatoio, facile rimozione dell'elemento �ltrante

MPFX - MPF 020, 030, 100, 104,
110, 181, 182, 184, 191, 192, 194, 
400, 410, 450, 451, 750

MPTX - MPT 025, 027, 110, 114, 
116, 120

MFBX - MFB 020, 030, 100, 180,
190

MPH 110, 114, 116, 120, 250,
630, 660, 850
MPI 100, 250, 630, 850

FRI 025, 040, 100, 250, 255, 630,
850

RF2 250, 350

476180014510Filtri semi immersi per montaggio sul serbatoio, rimozione 
standard dell'elemento �ltranteMPLX 250, 660

MODELLO DESCRIZIONE psibar
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gpml/min
Qmax
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Trova la soluzione adatta 
alle tue esigenze utilizzando 
il software di selezione su 
mp�ltri.com

I �ltri della gamma LMP, progettati come �ltri di ritorno in linea o 
per �ltrazione of�ine, proteggono i componenti di regolazione e 
controllo più sensibili, come le servovalvole e le valvole propor-
zionali, offrendo la massima protezione contro la contaminazio-
ne. 
Grazie ad una costruzione robusta, al montaggio in linea e ad 
un'ampia disponibilità di accessori, la gamma LMP offre molte-
plici modelli per soddisfare qualsiasi esigenza di installazione. 
Disponibili per basse e medie pressioni, i clienti possono inoltre 
speci�care la portata (da piccola a grande) e scegliere tra una 
vasta selezione  di elementi �ltranti. Montati in linea lungo il 
circuito idraulico, in una varietà di applicazioni a bassa o a 
media pressione, i �ltri della gamma LMP sono stati progettati 
per i settori industriali più svariati, tra cui acciaierie, banchi 
prova, applicazioni mobili e marittime.
I �ltri LMP sono disponibili con connessioni �lettate o �angiate 
direttamente integrate nei blocchi di controllo/collettori del 
circuito. Sono inoltre disponibili in con�gurazione duplex per 
permettere la manutenzione della sezione contaminata anche 
quando l'impianto o il sistema è in funzione, senza interruzioni 
del ciclo di lavoro. Possono essere utilizzati in modalità "of�ine" 
per le linee di ricircolo o di lubri�cazione.

Le caratteristiche principali includono:
- Micro�bra inorganica da 3 μm a 25 μm
- Rete metallica da 25 μm a 90 μm
- Carta impregnata di resina da 10 μm a 25 μm
   (No LMP900-901/902-903/950-951/952-953-954)

Connessioni:
- da G3/4” a  G4”
- da 3/4” NPT a 2” NPT
- da SAE 12 - 1 1/16” - 12 UN a SAE 24 - 1 7/8” - 12 UN
- da 1 1/4” SAE 3000 psi/M a 4” SAE 3000 psi/M
- da 1 1/4” SAE 3000 psi/UNC a 4” SAE 3000 psi/UNC

Posizionati sulla linea di ritorno del serbatoio, i �ltri di ritorno, 
�ltrano il �uido ed evitano l'ingresso di particelle solide nel 
sistema - sia che provengano dall'esterno sia che si formino a 
causa dell'usura dei componenti. 
Questi �ltri sono generalmente �ssati al serbatoio e sono posi-
zionati completamente immersi o semi-immersi.
La posizione dei �ltri di ritorno, assicura che il drenaggio dei 
�uidi avvenga in una situazione di immersione in tutte le condi-
zioni operative - prevenendo la formazione di schiume e vortici 
nel serbatoio che possono causare malfunzionamenti o cavita-
zione nelle pompe. La corretta dimensione del �ltro dipenderà 
dalla presenza di accumulatori o cilindri che permettono un 
�usso di ritorno considerevolmente maggiore.
Essendo le pressioni di esercizio relativamente basse, i �ltri di 
questa gamma sono di norma leggeri, ma robusti.
Per comodità di manutenzione è possibile estrarre l'elemento 
�ltrante senza dover scollegare il �ltro dall'impianto.

Caratteristiche principali:
- Micro�bra inorganica da 3 μm a 25 μm
- Rete metallica da 25 μm a 90 μm 
- Carta impregnata di resina da 10 μm a 25 μm

Connessioni:
- da G3/4” a G2”
- da 3/4” NPT a 2” NPT
- da SAE 6 - 9/16” - 18 UNF a SAE 32 - 2 1/4” - 12 UN
- da 1 1/4” SAE 3000 psi/M a 4” SAE 3000 psi/M
- da 1 1/4” SAE 3000 psi/UNC a” SAE 3000 psi/UNC
- tubo portagomma ø12
- UNI 2223 DN 100 PN 10/16

Trova la soluzione adatta 
alle tue esigenze utilizzando 
il software di selezione su 
mp�ltri.com

       

MPFX 

MPTX 
MFBX

       
THE NEW FILTER CONCEPT
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Filtri in linea con design Multiport per una molteplice scelta di 
connessione e valvole integrate

Filtri in linea per bassa e media pressione, bassa portata 

Filtri in linea per bassa e media pressione, alta portata 

Filtri in linea singoli per montaggio rovesciato

Filtri in linea per bassa pressione appositamente progettati per
essere montati in parallelo

Filtri in linea duplex per media pressione 

Filtri in linea duplex per bassa pressione

Filtri in linea duplex per montaggio rovesciato

Filtri in linea e duplex per media pressione, elemento �ltrante 
progettato secondo DIN 24550

Filtri in linea duplex per bassa pressione, elemento �ltrante 
progettato secondo DIN 24550

Filtri in linea appositamente progettati per essere montati in 
parallelo, elemento �ltrante progettato secondo DIN 24550

LMP MULTIPORT 110, 112, 116,
118, 119, 120, 122, 123

LMP 210, 211

LMP 400, 401, 430, 431

LMP 950, 951

LMP 952, 953, 954

LMD 211

LMD 400, 401, 431

LMD 951

LDP - LDD 016, 025, 040

LMP 900, 901

LMP 902, 903

MODELLO DESCRIZIONE psibar
Pmax

gpml/min
Qmax

Filtrazione Oleodinamica
Gamma Prodotti

CLEANING COVERS
Cleaning covers with diameter 275, 350, 
400 and 475 mm conforming to DIN 24339

ANMA
Damping rings for vertical installation of 
the motor-pump units

MPDR
Damping rods, mounting rails with NBR 
insert, suitable to reduce the vibrations

PDMA
Mounting foots to support the motor-pump 
units, assembled on bell-housings

ACCESSORIES:

EGE
Spider for torque transmission:
- EGE Series in NBR
- EGE RR Series in Polyurethane

SGEA-SGEG-SGES-SGDR
Flexible couplings for IEC electric motors and hydraulic pumps:
- SGEA Series in Aluminum
- SGEG Series in Cast Iron
- SGES Series in Steel
- SGDR Series in Steel

Germany
France
USA
Russian Federation

China
United Kingdom
India
Canada

Since 19648 BRANCHES

HEADQUARTERS

OVER 300 DISTRIBUTORS

R
ev

. 0
9/

20
18

C
M

P
3A

E
N

00
2X

Germany
France
USA
Russian Federation

China
United Kingdom
India
Canada

Since 1964Since 1964Since 1964Since 1964Since 1964Since 1964Since 1964Since 1964Since 1964Since 1964Since 19648 BRANCHES

HEADQUARTERS

OVER 300 DISTRIBUTORS

C
M

P
3A

E
N

00
2X

  HQ

Power Transmission
Product Range

POWER TRANSMISSION


